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Inverted Metallurgical Microscope

Inverted Metallurgical Microscope iMet‐Y400 series are widely used in observation & analysis of metallurgical

organization in mechanical industry, research of geological & mineral department and viewing and measuring

crystal, integrate circuit, micro‐electronics etc. in electronic industry. It is the best choice of factories, academies,

scientific research organization and electronic industrial.

Features:

Dark field objective, Make observation

in dark & bright field.

Oversize view field eyepiece, view field up to

22mm for comfortable observation.

Oversized three‐layer working stage, more

choice for samples.

Light distribution (both): 100 : 0 (100% for eyepiece);

80 : 20 (80% for trinocular head and 20% for eyepiece)
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Technical Specifications:

Item Specification iMet‐Y400 iMet‐Y400BD

Eyepiece
WF10×/22mm (adjustable) ■ ■

WF10×/22mm (adjustable, reticule 0.1mm) ■ ■

Metallurgical LWD

Infinity

Plan Objectives

LPL 5×/0.13 W.D=24.23mm ■ □

LPL 10×/0.25 W.D.= 18.48mm ■ □

LPL 20×/0.40 W.D.= 8.35mm ■ □

LPL 50×/0.70(S) W.D.= 1.95mm ■ □

LPL 40×/0.65 W.D.= 3.90mm □ □

LPL 80×/0.80(S) W.D.= 0.85mm □ □

LPL 100×/0.90(S) W.D.= 1.00mm □ □

Metallurgical LWD

Infinity

Plan Objectives for

Bright & Dark Field

M PLAN 5×/0.13 BD W.D=24.23mm ■

M PLAN 10×/0.25 BD W.D.= 18.48mm ■

M PLAN 20×/0.40 BD W.D.= 8.35mm ■

M PLAN 50×/0.70 BD W.D.= 1.95mm ■

M PLAN 80×/0.80 BD W.D.= 0.85mm □

Seidentopf Trinocular

Head

Inclined 30°, interpupilary distance: 48‐76mm

Light distribution (both):100: 0 (100% for eyepiece)

80:20 (80% for trinocular head,and 20% for

eyepiece)

■ ■

Nosepiece
Quintuple ■

Quadplex (specially for bright /dark field objectives) ■

Mechanical Stage
Three layers, Stage size: 210 mm×180mm,

Moving range:50×50mm , Scale: 0.1mm
■ ■

Coaxial Coarse and Fine

Focusing unit

Coarse stroke: 10mm,

Fine stroke per rotation: 0.2mm, fine division 2μm.
■ ■

Polarizing Unit Polarizer/Analyzer ■ ■

Illumination 12V/50W Halogen (Input voltage:100V～240V) ■ ■

Filter
Blue ■ ■

Green, Amber, Grey □ □

C‐mount
1×C‐Mount □ □

0.5× C‐Mount (focus adjustable) □ □

Note: "■"In Table Is Standard outfits, "□" Is Optional Accessories.

Packing Size: 660mm×590mm×325mm, Gross Weight: 17 kg, Net Weight: 12.5 kg

iqu
ali

tro
l



iqu
ali

tro
l



iqu
ali

tro
l



www.iqualitrol.com, sales@iqualitrol.com 1

Service Call: +86‐13711988687

iqualitrol C‐mount USB2.0 CMOS Camera

Ultra‐high performance CMOS camera and it adopts ultra‐high performance CMOS sensor as the image‐picking

device. USB2.0 is used as the data transfer interface.

CMOS camera hardware resolutions range from 0.35M to 14M and comes with the Integrated zinc aluminum

alloy compact housing.

CMOS comes with advanced video & image processing application; Providing Windows/Linux/OSX multiple

platform SDK; Native C/C++, C#/VB.NET, DirectShow, Twain Control API;

CMOS can be widely used in brightfield light environment and microscope image capture and analysis with

moderate frame rate.

USB2.0 CMOS Camera Dimension

Installation drawings. The CMOS Series USB2.0 Camera body, made from tough, CNC alloy, ensures a heavy duty,

workhorse solution.

The camera is designed with a high quality IR‐CUT to protect the camera sensor. No moving parts included. This

design ensures a rugged, robust solution with an increased lifespan when compared to other industrial camera

solutions.

Standard C‐Mount camera with Aptina CMOS sensor;

With hardware resolution among 0.35M to 14M;

Integrated zinc aluminum alloy housing;

USB2.0 interface ensuring high speed data transmission;

Ultra‐Fine color engine with perfect color reproduction

capability;

With advanced video & image processing application;

Providing Windows/Linux/OSX multiple platform SDK;

Native C/C++, C#, DirectShow, Twain Control API;
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Order Code Sensor & Size(mm) Pixel(μm)

G Sensitivity

Dynamic Range

SN Ratio

FPS/Resolution Binning Exposure

CMOS14000KPA

TP614000A

14M/MT9F002(C)

1/2.3"(5.73x4.60)
1.4x1.4

0.724v/lux‐sec

65.3dB

35.5dB

1.8@4096x3288

10@2048x1644

27@1024x822

1x1,2x2,4x4 0.4ms~2000ms

CMOS10000KPA

TP610000A

10M/MT9J003(C)

1/2.3"(5.98x4.59)
1.67x1.67

0.31v/lux‐sec

65.2dB

34dB

1.9@3584x2748

8@1792x1374

27@896x684

1x1,2x2,4x4 0.4ms~2000ms

CMOS09000KPB

TP609000B

9.0M/Special(C)

1/2.4"(5.83x4.37)
1.67x1.67

0.31v/lux‐sec

65.2dB

34dB

1.9@3488x2616

8@1744x1308

27@872x654

1x1,2x2,4x4 0.4ms~2000ms

CMOS08000KPB

TP608000B

14M/Special(C)

1/2.5"(5.45x4.09)
1.67x1.67

0.31v/lux‐sec

65.2dB

34dB

1.9@3264x2448

8@1600x1200

27@800x600

1x1,2x2,4x4 0.4ms~2000ms

CMOS05100KPA

TP605100A

5.1M/MT9P006(C)

1/2.5"(5.70x4.28)
2.2x2.2

0.53 V/lux‐sec

66.5dB

40.5dB

5@2592x1944

18@1280x960

60@640x480

1x1,2x2,4x4 0.294ms~2000ms

CMOS03100KPA

TP603100A

3.1M/MT9T001(C)

1/2"(6.55x4.92)
3.2x3.2

1.0 V/lux‐sec

61dB

43dB

8@2048x1536

22@1024x768

43@680x510

1x1,2x2,3x3 0.244ms~2000ms

CMOS02000KPB

TP602000B

2.0M/Special(C)

1/2.6"(5.12x3.84)
3.2x3.2

1.0 V/lux‐sec

61dB

43dB

16@1600x1200

50@800x600
1x1,2x2 0.244ms~2000ms

CMOS01300KPA

TP601300A

1.3M/MT9M111(C)

1/3"(4.60x3.70)
3.6x3.6

1.0V/lux‐sec

71dB

44dB

15@1280x1024

26@640x512

50@320x256

1x1,2x2,4x4 0.14ms~2000ms

CMOS01300KMA

TM601300A

1.3M/MT9M001(M)

1/2"(6.66x5.32)
5.2x5.2

2.1 V/lux‐sec

68.2dB

45dB

20@1280x1024 1x1 0.14ms~500ms

CMOS00350KPA

TP600350A

0.35M/MT9V011(C)

1/4"(3.58x2.69)
5.6x5.6

1.9V/lux‐sec

60dB

45dB

30@640x480

80@320x240
1x1,2x2 0.111ms~192.6ms

OTHER HARDWARE CONFIGURATION

Spectral Range 380‐650nm (with IR‐filter)

White Balance ROI White Balance/ Manual Temp‐Tint Adjustment

Color Rendering Technique Ultra Fine Color Engine

Capture/Control API Native C/C++, C#, Directshow, Twain, Labview

Recording System Still Picture and Movie
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Cooling System* Natural

OPERATING ENVIRONMENT

Operating Temperature ‐10℃~ 50℃

Storage Temperature ‐20℃~ 60℃

Operating Humidity 30~80%RH

Storage Humidity 10~60%RH

Power Supply DC 5V over PC USB Port

SOFTWARE ENVIRONMENT

Operating System
Support Microsoft Windows XP / Vista / 7 /8 (32 & 64 bit)

OS X (Mac OS X), Linux

PC Requirements

CPU: Equal to Intel Core2 2.8GHz or Higher

Memory: 2GB or More

USB port: USB2.0 High‐speed Port

Display: 17" or Larger

CD‐ROM
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